INFORMATION ONLY - Please Read Attachment 


Material Safety Data Sheet 

May ba used to comply with 
OSHA's Hazard Communication Standard, 
29 CFR 1910.1200. Standard must be 
consulted tor specific requirements. 


U.S. Department of Labor ^ 

Occupational Safety and Health Admewtraii#^ 
(Non-Mandatory Forml it£uULATOf?y 

Form Approved RPpnv" 

OM8 No. 1218-0072 nCUtii/cJ 


IDENTITY (As used on iaber 


Section I 

Manufacturer's Name 


RADIO SHACK 


Note; Stan* spaces are nor demurred, If am- nor t 
intormsoon is avatfab*. tn* space must oe marked 


Sealed Lead Acid Batteries 


Gates Energy Products » Inc. 


Address (Numb*, street City, State, and ZIP Code) 


Emergency Telephone Number 
Not Applicable 


Teleprone Number tor information 
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* V Vi- 


Warrensbure, M0 64093 


429 - 2165 


Section II — Hazardous IngredJents/ldenttty Information 




Date Prepared 


Signature of Preprrar (optjonat) 






toxic and corrosive. 
Unusual Fire and Expicwon Hazards 
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Section V — 

Reactivity Data 



StaoiHy 

Unstable 


Avoid short i no. 


Stable 

X 

Use only approved chareing methods. 

Incompatibility (Mareria/a to Avoid) 


/■ 


i / 

Dacompoxunfi ar Ryfwvl.v-f* — — - “ J~- 


Hazardous 

Polymerization 

May Occur 


Conditions to Avoid 



— ■ 


Will Not Occur 

- 1 



Do 

not puncture battery 

case . 

Section VI — 

Health Hazard Data 





Routers) of Entry; 

Inhalation? 



Skin? 

Ingestion? 

Health Hazards (Acute and Chronic) 

Not applicable 

for 

finished product used 

in normal conditinnq. 


1 / 

Cara nogen city; 

NTP7 




(ARC fihoncgrapfts? 

OSHA Regulated? 


Signs and Symptoms of Exposure 


Medical Conditions 

Generally Aggravated by Exposure 


Emergency and First Aid Procedures " _ ■ 

Battery contains acid electrolyte. If battery case is pun ctured , 

completely flush anv released material from skin or eves with va:, 

Section VII — Precautions for Safe Handling and Use 

Steps to Be taken in Case Material Is Released or Spilled 

: A^gld. contact with acid materials . Use soda ash or lime to neutral -f , 

flnsh with large amoun t of water. 

Waste Disposal Method ' 

Place in acid-resistant containers. Dispose in accordance with Federal. State 

and local regulations. Do not incinerate. 

Precautions to 6e Taken in Handling and Storing “ * 


Other Precautions 

Read manufacturers literature > which is available upon request. 


Section VIII Control Measures Not applicable for finish ed pr oduct. 
Respiratory Protection (Speaty Type) 


Ventilation 

; Local Exhaust 

Special 


Mechanical (Genera/; 

Other 

Protective Gloves 

Eye Protection 

other Protective Clothing or Equipment 


Work/Hygienic Practices 


Pege 2 ■ US-G.ro. 


f " 
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Attachment: Sealed Lead Battery 


Do Not Separate From Material Safety Data Sheet 


The Gates sealed lead acid battery is determined to be an "article" according to the 
OSHA Hazard Communication Standard and is thereby excluded from any requirements of 
the standard. The attached Material Safety Data Sheet is therefore supplied for information 
purposes only. 


The information and recommendations contained herein have been compiled, from 
sources believed to be reliable and represent current opinion on the subject. No warranty, 
guarantee, or representation is made by Gates Energy Products, Inc. as to the absolute 
correctness or sufficiency of any representation contained herein and Gates Energy 
Products, Inc. assumes no responsibility in connection therewith, nor can it be assumed that 
all acceptable safety measures are contained herein, or that other or additional measures 
may not be required under particular or exceptional conditions or circumstances. 


iGULATO^' /■•vr* 
crp - 

jl_r >J.J. 



